Maximum Rated Working Voltage

N I s 1000 V (Typical)
UHF I 750 V (Typical)
TNC I I s 500 V (Typical)
BNC I P 500 V (Typical)
SMA I R e 500 V (RG-402)
SMA s 355 V (RG-58, RG-142, RG-405 & Uncabled)
MCX-75 ohm s 355V (RG-179 & Uncabled)
MCX-50 ohm I 355 V (RG-316 & Uncabled)
SMC I 355 V (RG-316, RG-405 & Uncabled)
SMB-75 ohm I 355 V (RG-179 & Uncabled)
SMB-50 ohm I 355 V (RG-316, RG-405 & Uncabled)
SMA 250 V (RG-316)
MCX mmmm 250 V (RG-178)
SMC mmm 250 V (RG-178)
SMB-50 ohm . 250 V (RG-178)
SMA 170 V (RG-178)
MMCX 170 V (RG-178, RG-316, RG-405 & Uncabled)
0 200 400 600 800 1000 1200

Volts

Maximum Rated Operating Frequency

SMA Semi-rigid cable
SMA-Uncabled
N-Precision

SMA Flexible cable
TNC

N-Standard

SMC

MCX

MMCX

BNC

SMB-50 ohm
SMB-70 ohm

UHF

26.5

0 5 10 15 20 25 30
Frequency (GHz)



